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SYNTHETIC UNITRAN 
HI-VIS MVP ATF

Product Description

Typical Test Data

Synthetic Unitran HiVis MVP ATF is manufactured to meet 
Multi-Vehicle OEM speci�cations from premium quality synthetic base 
oils blended with a speci�cally balanced additive combination to 
provide high oxidation stability, excellent foam resistance, corrosion 
and wear protection, and heat resistance. This complex �uid is also 
compounded with a friction-modifying additive to provide smooth 
lock-up of clutches without chatter.

Synthetic Unitran HiVis MVP ATF is a multi-purpose �uid that 
meets and exceeds current original equipment manufacturers 
speci�cations for automatic transmission �uids, including some of the 
latest OEM speci�cations as speci�ed by GM, Ford, Chrysler, Toyota, 
Mitsubishi and others.

Note: Not recommended where ever CVT �uids or Type F or Power 
Steering Fluids for Honda are speci�ed.

** Suitable for use.

Advantages

•  Allison: C4 (TES-228); ATF: Esso LT 71141 / JWS 3309 / Mobil ATF 3309 / Shell 3403-M115 / 
     Shell la 2634 / Texaco ETL 7045E / ETL 8072B / N402 **; Aisin Warner A-1, 3309
•  BMW ZF: LT 71141; Shell LA 2634; ETL-7045E; 8072B; BMW / Mini: PN 81229400272/275 / 
     PN 81229407858/859 / PN 83220024249/359 / PN 83220026922 /  PN 83220402413 / PN 
     83220403248 / PN 83227542290 / PN 3229407765 / PN 83229407807**
•  Caterpillar Cat TO-2; Chrysler / Dodge / Jeep: ATF +3 / ATF +4 / AS68RC ATF / SP-III**
•  Daewoo LT71141
•  Esso LT 71141 Fiat (all vehicles)
•  Ford M, MV, FNR5 (for Mazda), M2C138-CJ, M2C166H, MC2C924-A , WSS-M2C922-A1; Ford / 
     Lincoln / Mercury: PN XT-2-QDX(M) / PN XT-2-QSM(Syn)/ PN XT-5-QM or DM(V) / PN 
     XT-8-QAW (Premium) / PN XT-9-QMM5 (FNR5) **
•  GM DII / IID / II-E / III / IIIG / IIIH, GM 9986195; GM / GMC / Opel / Saturn: PN 12378515 
     (Synth) / PN 1940700 / PN 1940767 / PN 21005966 Transaxle / PN 22717466 / PN 88900925 
     / PN 9986195 / T-IV / TASA (Type A, Su�x A) **
•  Honda ATF – Z1; Hyundai / Kia SP-II, SP-III, SP-IV / ATF Red-1K / Genuine ATF / JWS-3309 
      T-4 / PN UM040 CH20 Red-1**
•  Idemitsu: K17, Jatco 3100PL085 / ATF HP** ; Isuzu: ATF-II / III / Genuine ATF / PN 
      08200-9001**
•  JASO 1A (M315-2006) **; Jaguar: M1375.4, ATF 3403 M115 / JLM 20238 / 20292 / 21044 / 
      K17 / WSS-M2C922-A1** ; Jeep (ATF + 3, ATF + 4) & JWS 3309
•  Land Rover -Texaco N402; Esso Type LT 71141 / Texaco ETL-7045E**
•  MAN : 339A**; Mazda: ATF M-III, M-5 / F-1 / JWS 3317 / PN XT-9-QMMS** ; Mini Cooper 
      T-IV (except CVT); Mercedes: MB 236.1; 2; 3(PSF); 5(C-4); 6; 7; 8; 9; 10; Mercedes / Daimler: 
      236.11/91**; MOPAR: AS68RC ATF;  Mitsubishi : ATF-J2 / SP / PN MS991156 / SP-II / III**
•  Nissan / In�nity: Matic - D / J / K / W; Nissan / In�nity : 402**
•  Porsche: ATF 3403-M115, T-IV & Opel (all vehicles); PN 00004320441 / PN 00004320509 / 
     PN 00004320528 / PN 99991754700 / (A2)**; PSA Peugeot Citroen: PN Z 000169756**
•  Renault : Matic D2**
•  Saab: 3309 – T-IV; Subaru: HP / PN K0140Y0700; Shell 3403, 3353, LA2634; Suzuki: ATF 
     3314 / 3317; SSangyong : DSIH 5M-66**
•  Toyota / Lexus / Scion: Type D-II / T / T-II / T-III / T-IV (GM US PN 88900925), (GM Canada PN 
     22689186)
•  Voith H55.6335.XX(G607),Turbo, ZF, Comat, ZF TE-ML 09/11,ZF TE-ML 03D,04D,09,ZF TE-ML 
     16L,17C; Volvo: 97340, PN 1161521 / PN 1161540 / T-IV / PN 1161640**; Volvo 
     Construction Equipment (VCE): 1273.41**; VW / Audi Part # G052 025(09M), G 052 
     990(09A), G 052025 A2;  Volkswagen / Audi: G 052025A2 / G 052055 / G 052162 (A1,A2) / 
     G 052990 (A2) / G 055025 (A2) / G US 000162**
     

Features

•  Excellent wear protection and quiet, smooth operation.
•  Superior thermal and oxidation stability compared to conventional ATF Fluids.
•  Outstanding seal compatibility and Will not degrade nylon components.
•  Dyed red to detect leaks.
•  Can be used as a Power Steering Fluid in all types of vehicles with exception of 
    Honda and OEM specific.

Product Code: 33953

7.14

TEST, GRADE Hi-Vis ATF

Gravity, ˚API
Lbs/Gal
Sp. Gravity @ 15.6 / 15.6   ˚C
Pour Point,  ˚F
Viscosity:
    cSt @ -40  ˚C, cP Brook�led
    cSt @ 100  ˚C
Viscosity Index
Color

35.3
7.072
0.8483
-40

16,000
7.3
>145
Red

* Minor variations in product typical test data are to be expected in normal manufacturing.

A PRODUCT OF ROADVIEW® ENERGY


